
TECH DATA SHEET 2037425/08/15

Trigger Action Blow Gun AG32

3939CALL US ACALL US ATT:: + 44 1908 374022 OR F+ 44 1908 374022 OR FAX US AAX US ATT:: + 44 1908 641628+ 44 1908 641628
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TRIGGER ACTION BLOW GUN AG32

Performance at Outlet
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Material: Aluminium Alloy.

Weight: 0.54Kg

Standard Gap: Adjustable

dB(A) at: 5.5 bar is 78

Standard Inlet Thread: G���

Options: ���'' NPT
Please specify on order ����'' NPTF

Bar Vol in Vol out
m3/min m3/min

1.38 0.122 1.931
2.76 0.218 2.939
4.14 0.311 3.695
5.52 0.405 4.199

∅65.0mm157.0mm
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By reversing
this ejector the
gun can either
blow or suck as
a vacuum.

TRIGGER ACTION REVERSIBLE BLOW GUN CG22
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Material: Nylon.

Weight: 0.15Kg

Standard Gap: Adjustable

dB(A) at: 5.5 bar is 79

Standard Inlet Thread: G���

Option: ��'' NPT
Please specify on order

Bar Vol in Vol out
m3/min m3/min

1.38 0.181 1.512
2.76 0.295 2.352
4.14 0.396 2.856
5.52 0.513 3.360

G1⁄4

G1⁄4

Trigger Action, BSPP

Material: Aluminium Alloy.
Weight: 0.54Kg
Standard Gap: Adjustable
dB(A) at: 5.5 bar is 78
Standard Inlet Thread: G
Options: 1/4” NPT
Please specify on order: 1/4” NPTF

3939CALL US ACALL US ATT:: + 44 1908 374022 OR F+ 44 1908 374022 OR FAX US AAX US ATT:: + 44 1908 641628+ 44 1908 641628
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Material: Aluminium Alloy.

Weight: 0.54Kg

Standard Gap: Adjustable

dB(A) at: 5.5 bar is 78

Standard Inlet Thread: G���

Options: ���'' NPT
Please specify on order ����'' NPTF

Bar Vol in Vol out
m3/min m3/min

1.38 0.122 1.931
2.76 0.218 2.939
4.14 0.311 3.695
5.52 0.405 4.199
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Material: Nylon.

Weight: 0.15Kg

Standard Gap: Adjustable

dB(A) at: 5.5 bar is 79

Standard Inlet Thread: G���

Option: ��'' NPT
Please specify on order

Bar Vol in Vol out
m3/min m3/min

1.38 0.181 1.512
2.76 0.295 2.352
4.14 0.396 2.856
5.52 0.513 3.360

G1⁄4

G1⁄4

Bar
Vol in

m3/min
Vol out
m3/min

1.38 0.122 1.931
2.76 0.218 2.939
4.14 0.311 3.695
5.52 0.405 4.199

Part Number Thread
BR-AG32LC 1/4”
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Material: Aluminium Alloy.

Weight: 0.54Kg

Standard Gap: Adjustable

dB(A) at: 5.5 bar is 78

Standard Inlet Thread: G���

Options: ���'' NPT
Please specify on order ����'' NPTF

Bar Vol in Vol out
m3/min m3/min

1.38 0.122 1.931
2.76 0.218 2.939
4.14 0.311 3.695
5.52 0.405 4.199

∅65.0mm157.0mm

18
6.

0m
m

13
8.

0m
m

∅32.0mm

BRAUER

14
5.

0m
m

147.0mm (assembled)

∅32.0mm

9.0mm dia.

31
.5

m
m

By reversing
this ejector the
gun can either
blow or suck as
a vacuum.

TRIGGER ACTION REVERSIBLE BLOW GUN CG22

Performance at Outlet

Vo
lu

m
e 

(m
3 /

m
in

) 4.0
3.5
3.0
2.5
2.0
1.5
1.0
0.5
0.0

1.38 2.76 4.14 5.52

Supply Pressure (Bar)

BLOW

Input Volume Output Volume

▲

▲

▲

▲

▲

Material: Nylon.

Weight: 0.15Kg

Standard Gap: Adjustable

dB(A) at: 5.5 bar is 79

Standard Inlet Thread: G���

Option: ��'' NPT
Please specify on order

Bar Vol in Vol out
m3/min m3/min

1.38 0.181 1.512
2.76 0.295 2.352
4.14 0.396 2.856
5.52 0.513 3.360
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